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Thermo gas analyzer calibration procedure

In the Meadowlands Environmental Research institute laboratory, Envidas, the
environmental data acquisition system, is used for instrument calibration and data
management and sharingcENVIDAS is an iligent, multi-function, highperformance

data acquisition system. It is designed with affordability and versatility in mind. ENVIDAS
is a stateof-the-art system that uses nonproprietary desktop or industrial PC computer
components to ra flexible, environmental data acquisition software. ENVIDAS software
features pulldown windows-based menus and it is designed to help automate
environmental data acquisition system
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1. CalibrationSetting
Gas analyzers need to be calibrated every month, and the filters (Teflon filter, 5
>Y LI NB &Ail S3,usedtochéan the ikdonvir Sanpldseed to be
replaced every month. Calibration gas cylinders, including NO, SO2, CO2, CO, and
air are alway&eeping on. Put the Model 146i Calibrator at Standby mode.
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2. NOx calibration
- Firstopentne9 Y A RIF & a2F06I NS | yYRYR2OK224K8S Wwph5 5
Input correctUsernameand Password, then login to the setting of system.
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calibration could be set up over here.
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use 2 points calibration sequence, which has zero and 398 ppb as the reference
concentration.
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setting.

- Once the calibration sequence start, set the span zero at 5min. On the NOx gas
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and then set the NOx to zer
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